


# Conveyor Application Systems Details/Specifications
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Chassis and Frame
e Heavy duty factory built chassis Electrical System
e Hydraulic 12degree levelling system e Omnex Radio and Receiver Control Package
e Powder coat finish ¢ Wireless Travel and Placing Control Functions
e Tyres: 15” x 19.5” flotation tyre e 12V System
Engine and Drive Train Standard Equipment

202hp CAT C6.6 Tier 3 Diesel Engine

Cleated Placing Conveyor Belt

Fuel Tank Capacity:220L e Power Super Shield
2 speed hydrostatic drive e Work Lights
20,000Ibs crab steering front axle e Tool Box

20,000Ibs crab steering rear axle °

Pressure Washer System with 136L Tank & Reel

Hopper Body Optional Equipment

e 5.3cubic meter capacity e Concrete placing equipment

¢ High tensile steel with 10 gauge sheeting ® 0.38 cubic metre transfer hopper with control wings
e \ibrator with timer e 25 foot placing conveyor (with stands) with smooth

e Powder coated interior and exterior belt for concrete

e Poly-plastic liner e Retracting super shield, Elephant truck and scrapper

e Mine spec upon request

Feed Conveyor

Modular uni-body style feed system Weight
Hydraulic drive e Approximately 8,165Kg
24 inch wide 220-2ply belt

Placing Conveyor

CAS exclusive 14 inch Long Shot Belt with 1/2 inch
Cleats

Tube steel design frame

High performance rear mounted direct drive Piston
motor

Poly filled bearings

Worm gear pivot (patented technology)

KENERIC GROUP

Hydraulic System 62 & 64 Prestige Parade,

Dual load sensing hydraulic piston pumps

Sauer Danfoss piston hydraulic motors WS ETE k BOED b L

Dual pressure and return filtration Phone (08) 6189 1999 Fax (08) 9302 2720
Hawe proportional valves email: info@kenericgroup.com.au
www.kenericgroup.com.au
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